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Tempsens Galibration
Lahoratory in Baroda

Tempsens Instruments has started a new calibration laboratory in Baroda.
The lab has highly stable calibration furnaces, measuring instruments and
accurate master sensors ftraceable to National and international
Standards.

Calibration of contact and non contact type sensors can be made in
temperature range of -196°C to 1600°C & 0°C to 1700°C Further the
laboratory offers both in house and on site temperature calibration.

M -: Calibration Charges :-
_ Standard K Type T/C Thermocouple and BTD
> -196°C :Rs. 4000/point
-80°C t0 1200°C  : Rs. 750/point
1200°C to 1600°C : Rs. 2500/point

Pyrometer
50°Cto 1200°C  :Rs. 2000/point

_ Standard R Type T/C 1200°C to 1700°C  : Rs. 3000/point

= Fixed Point Calibration at TPW/(0.01), MPG(29.7646),FP1(231.928), '
O ‘ FPZ(419.527), FPA(660.323) ‘
A Equipments for Calibration
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Thermocouple | RTDs | Compensating cables | Ceramic Tubes | Connectors | Pyromet

Tempsens Instruments (1) Pvt. Ltd.

103, Tower-2, Sainath Square Society,
B/h. Mother School, Hari Nagar, Gotri Road, WWWw. te m p sens.com

Vadodara (GUJARAT)
09327157887, gujarat@tempsens.com




