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WE CAN SUPPORT YOU WITH
Thermal
Calibration Equipments (Temp. Range: -80°C to

1700°C) for Contact and Non Contact Sensors,
Master Sensors and Meters
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v Well Equipped Lab |
v/ NABL Accredited Lab Since 2005 —
v Best CMC

v Well Experienced & Trained Lab Staff

v/ Established Two New NABL
Accredited Laboratories
at Vadodara in 2014,
Bangalore in 2015

Our Labs at Vadodara, Bangalore and Master Lab at Udaipur has all facilities to train your people

Udaipur Vadodara Bangalore

Tempsens Instruments (I) Pvt. Ltd. Tempsens Calibration Center Tempsens Instruments (1) Pvt. Ltd.
(Tempsens Calibration Lab) TF- 304, Florance classic, (Tempsens Calibration Center)

B-188 A, Road No.5, M.LLA., Madri, 10, Ashapuri Society, Akota, No.7, 1st Main Road, Coconut Garden,
Udaipur (Rajasthan) — 313003 INDIA Vadodara - 390020 (Gujarat) Nagarabahavi Main Road,

Phone : +91-294-3057724 Ph.: +91-265-2323887 Bangalore - 560072

Fax : +91-294- 3057750 +91-9327 157887 Ph.: +91-9343183607, +91-7483192018

Email : lab@tempsens.com Email : gujarat@tempsens.com Email : vishal@tempsens.com

www.tempsens.com



