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Chapter -1

General Information

We are pleased that you have chosen this high quality and highly efficient Tempsens pyrometer for non-
contact temperature measurement.

Please read this manual carefully, step by step before performing any operation with the Pyrometer. It
contains all the necessary instructions for set up and operation of the pyrometer. When operating the instrument, it
is necessary to follow the general safety instructions.

1.1 Safety Measures
This section provides an overview about important safety regulations.
1.1.1 General

Each person working with the pyrometer must have read the user manual before operation. The Pyrometer
has onlyto be used forthe purpose described in the manual.

1.1.2 SafetyPrecaution

The Pyrometer works only with a potential-free low voltage of range 24V DC. This voltage is not harmful for
the user.

1.1.3 Maintenance and use of Pyrometer

Pyrometer can be operated by the qualified person who has got instructions from the supervisor. It is
strongly prohibited to do technical modifications of the device without permission of the manufacturer.

1.1.4 Environmental Protection

The lens or its coating may contain harmful materials and hence it should not be disposed of with normal
waste.

1.1.5 Packagingandstorage

Always use a shock-proof package for shipment of the pyrometer. It should be sealed to protect it against
humidity. Also protect the lens of the pyrometer with a cover. They should be stored at the temperature ranges from
-20°to+70°C.

1.1.6 Warranty

EL50-H instruments have a warranty of two years from the invoice date. Tempsens will replace defective
parts, which arises from design errors or manufacturing faults. In case, if pyrometer is opened, disassembled or
modified then the guarantees will loss.

Tempsens does not accept liability for any damage or losses which might occur, including consequential
damages and financial losses, as a result of use of the equipment.

1.1.7 Copyrighto©

© All rights reserved. This document may contain proprietary information and shall be respected as a
proprietary document to Tempsens with permission for review and usage given only to the rightful owner of the
equipment with which this documentis associated.
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Introduction

EL50-H is specially designed digital pyrometer in 4 wire technology with extended optical head which can
with stand high ambient temperature upto 180°C. It has inbuilt LCD & keypad for parameterization to provide high
performance and low maintenance of non contact temperature measurementin demandingindustrial environment.

2.1 Application, Range and Working Principle

The EL50-H pyrometer is especially designed for industrial purposes. It is suitable for high temperature
measurement ranging from 0°Cto 800°C.

The EL50-H are pyrometers contain extended sensor head and equipped with a display which shows in the
currenttemperature.The cable & optical head are unaffected by electromagnetically interferences (e.g. induction)
and can be used in ambient temperatures up to 180°C. Additionally all parameters can be read if they are changed via
the integrated keys at the instrument. With the use of serial interface and the provided software temperature can be
displayed and stored ina PC where paramaterizing can also be done.

EL50-H has response time of 60 msec. It has USB 2.0[RS-485/RS-232(Optional)].output Instrument can be
powered directly through USB without any external power supply. Emissivity, analog output sub range, response time
and Peak Picker, relay output, analog outputs, selection can be preset ex works or adjusted through available optional
software or via keypad.

The pyrometer temperature measurement method utilizes the fact that objects emit thermal radiation in an
amount that directly corresponds to their own temperature and surface emissivity.

The pyrometer sensor detects the amount of infrared radiation emitted by the measured object (target). The
infrared signalis analyzed and the temperature it represents is analyzed by built-in microprocessor.

The applications in which Tempsens pyrometers can be used are:

e Plastic & rubber 15

1

—

e Ceramic

e Paper
* Textile
* Fluids
 Oxide/Painted metal surface T

M20x 1.0
©20

45

* Wood & glass industries

Sensing Head
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Technical Specifications

Model

Temperature
Range(Analog sub-
range adjustable)

Spectral Range

Photodetector Type

Distance to Spot Size
Ratio

Emissivity (€)

Response Time

Accuracy'

Repeatability

Temperature
Coefficient’

Analog Output

Digital Output

Operating Temp.
Range

EL50-H
0°C....800°C

8..14 pm

Thermopile

2:1
15:1
(To be specified while ordering)

0.1....1.2 adjustable

60 msec adjustable upto 10 sec

+1.5% of the measured value or 2°C
whichever is greater (The sensor head
must be at constant

ambient temperature for a minimum of 15
minutes)

0.3% of reading in °C + 1°C
+0.06 °C/°C (¢ 0.06 °F/°F) or +0.06
%/°C (0.06 %/°F) (whichever is greater)

0-20mA, 4-20mA, 0-10V, Thermocouple
Type “K” or “J” (User selectable)

USB 2.0
RS-232/RS-485 interface card (Optional)
*At a time only one digital output possible

Electronic box upto 70°C
Sensor head upto 180°C

Storage Temp. Range

Relay Output

Adjustable Parameters
and Features via
Software

Adjustable Parameters
and Features via
Keypad

Power Supply

Power Consumption

Protection Class

Isolation

Operating Humidity

Weight & Dimensions

-20°C...70°C (Electronics), -20°C...180°C
(Sensor Head)

Relay Output with hysteresis 60V DC/42V
AC RMS, 0.4A

Emissivity, Response Time, Clear Time
(Peak Picker), Analog Output, Analog
Scale (Sub Range), Unit Of Temperature
(°C/°F), Communication mode(Comm.
mode), Record feature etc.

Emissivity, Relay, Setpoint, Hysteresis
(Hyst), Analog Sub Range, Analog Output,
Unit of temperature, Sensor address,
Response Time, Clear Time(Peak Picker)
etc.

12V DC to 28 VV DC with reverse polarity
protection

Max 2.5 watt
IP65

Power supply, *Digital output and Analog
output are galvanically islolated against
each other

* Not applicable for USB 2.0 digital output

10-95%, non condensing conditions

600g
112.5mmx82.5mmx33mm(L x W x H)

1 At ambient temperature 23+ 5°C, e=1 and response time = 600msec.
2 For ambient temperature (sensor head) <18°C and >28°C

Note: 1 Incaseof T/CJ/Ktype analogoutput target temperature should be greater than ambient temperature.
2 Please do notkeep sensor headin hand during the measurement of temperature for better accuracy.

112.50

2 x®6 THRU Mounting Hole

82.50

®16
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Setting at the instrument

LCD display for measuring
temperature and parameterization

Function key to select
different functions

USB output

Sensor cable maximum
length 15 mtr.

24V DC input, analog
& digital output cable

Function keys for
parameter setting

Wall Mounting holes

User can power up the unit either by USB input or by using connection cable at 24V DC input. After power up
sensor starts an initializing routine for some seconds. After this the object temperature is shown in the display. User
hastoremove the screw (mark USBin figure) to connect the unit with PCvia USB cable.

4.1 Operation

The programming keys FUNC, UP and DOWN enable the user to set the device on-site. Normally, LCD shows
temperature or error. To view different parameter FUNC key is pressed repeatedly. To change values of parameters UP
& DOWN keys are used. After changing values in any parameter by UP & DOWN key finally FUNC key should be
pressed to save that value in device. If FUNC key is not pressed after changing parameter value than device will
automatically take the old value & device will start showing temperature. If any key is not pressed for more than 5 sec.
than device will automatically shows the temperature.

4.2 Adjustable parameters

Emissivity : Itisthe relationship between the emissions of a real object and the emission of a black body
radiation source at the same temperature. For a correct measurement it is necessary to
adjust emissivity. Emissivity depends on the surface condition of the material, the spectral
range of the pyrometer and the measuring temperature. Different material has different
emissivity ranging from 0.1 to 1.2. User can change emissivity by given keypad on the
instrument.

Set point : Instrument is equipped with a relay contact controlled by the measuring signal. The turn on
temperature of relay is adjusted within the measuring range. The relay contact is “OPEN’
below the adjusted value, itis “CLOSE” above it.

Hysteresis (Hyst.) : The relay contact close when temperature exceeds the set point. It opens only if the
temperature falls below a value which consists of set point and the adjusted hysteresis. It can
be adjusted from 2°to 20°C.




Example : if set point value is 200°C and Hysteresis set to 10. Then relay operation as below mentioned:
1. Relay contact OPEN below 210°C temperature.
2. Relay contact CLOSE above 210°C temperature.
3. Once relay contact CLOSED than relay contact is OPEN's when temperature falls below 190°C.

Ana. Sub range LO : Analog sub-range is adjustable within the basic range, user can set lower analog sub-range
here.
Ana. sub range Hl : User can set the analog sub-range higher value here. Minimum span between lower &

higher value is 51°C

Analog output : User can select the output from 4-20mA or 0-20mA or 0-10V or T/C K-type or J-type
Temp. Unit : User can select °C or °F unit.
Sensor address : For communicating with pyrometer via software users have to give a address. The address

may be 1 to 255.

Response time : The response time can be set from 60 msec to 10sec.
Picker : Please refer to page no. 13.

Head temp. : It shows the temperature of head.

Internal temp. : It shows the internal temperature of pyrometer.

4.3 Exchange of the Sensing Head

From factory side the sensing head has already been connected to the electronics and the calibration code has been
entered.

Entering of the Calibration Code

Every head has a specific calibration code, which is printed on the
head. For a correct temperature measurement and functionality of
the sensor this calibration code must be stored into the electronic box.
The calibration code consists of 4 blocks with 4 digit values.

Example: 1040 1040 2085 3045
Block A Block B Block C Block D

For entering the code please press the Function Key and select PSW
option, then write 0011 at PSW by using UP & DOWN key and press the
Function Key to enter into calibration data of Sensing Head.

Now, the display shows 4 Digit of the first block (Block A) with UP and
DOWN key, value can be Change and press Function Key to save.
Switches to the next block and repeat same process for next Block.




4.4 Pin assignment Pin No. X

Pin No.Y
Pin No. Z

Optional (RS-232 / RS-485)
Connection PCB

WSensor cable

24V DC input analog
& digital output cable

Connector Connector Connector
Pin No. 1

Connector pin assignment:

) Connector
Pin No. 7 Pin No. 8 Pin No. 13

Pin number Indication Descriptions
1 +24V DC supply
2 ov DC supply GND
3 Out mA(+) Analog output current (+)
4 Out mA/V/mV (-) Analog output current/voltage/T/C output (-)
5 Out V/mV (+) Analog output voltage/T/C output (+)
6 RL1-C Relay terminal 1
7 RL1-NO Relay terminal 1

Pin number Indication Colour Code
8 0 Orange - Earthing
9 R Not Connected
10 G Green
11 Y Yellow
12 B Brown
13 W White

Optional (RS-232 / RS-485) PCB Connection

Pin number Indication Descriptions
X GND RS-232 / RS-485 GND
Y Rx/D+ Rx(RS-232) / D+(RS-485)
Z Tx/D- Tx(RS-232) / D-(RS-485)

Note: 1 For Analog output, DCsupply (+24V DC) is must given to pyrometer first.

2 Pyrometer stabilization time is atleast 15 minutes, when ambient temperature is changed.
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Optics

The pyrometer measure temperature by receiving heat radiation, from the object, whose temperature has to be
measured. This heat radiation is passes through the lens to the sensor and is then converted to an electrical signal.
The farther the measured object is from the pyrometer, the larger the area that will be measured by the pyrometer.
Depending on customer need, the pyrometer is designed for different FOV. User has to select the FOV while ordering.

Contamination on lens will cause inaccurate temperature reading therefore air purge unit is used for sensor head.
Cleaning with dry cloth is sufficient for lens cleaning.

5.1 Optical specification

FOV-15:1 7 133 FOV-2:1 so0 1000
=-1\/00200 I
200
0 400
700 1000 200
0 400 700
2000 1000

2000

*FOV mentioned on the pyrometer.

For example: If pyrometer FOV is 15:1, then spot size at 1500mm calculated as given below method except that
minium spot should be 6mm.

Installed Working Distance 1500
FOV 15

=100mm

Installed Spot Size =
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Accessories

6.1 Electrical Accessories

6.1.1 Powersupply unit

EL50H is powered by 24V DC (well stabilized ripple max 50mV).The
input power supply is 110/230v AC check the polarity before

connectingthe device.

Power supply unit
(Reference no: 9000-02)

6.1.2 Temperature display instrument

3.5.5 DisplayInstrument
To display the measured temperature 7 segment digital
indicatoris used. Device has following specifications:

Power supply I/P : 100to 240V, AC/DC
Analog|/P : 4...20mA/0...20mA/0....10V
Retransmission : 4...20mA/0...20mA/0....10V
Power supply O/P : 24V, DC

Display : 4 Digits

Alarm : 2

Fig. 21 Temperature Indicator
(Reference no: 9000-01)




6.1.3 Display & parameterizer

P-120is a high precision LED indicator for non contact temperature
measurement. With indication of measured temperature user can
easily parameterize a connected Tempsens digital pyrometer

withoutany PC.

Device has following specification:

Power supply : 100-240V,ACor24V,DC
D|sp|ay & Parameterizer DCanalogO/P : 0-20mAor4-20mA
P-120 Digital interface : RS-232 or RS-485
(Reference no:9001-01) o . ]
Pilot light : Pilot light On/Off with keys

6.1.4 Converter RS-485<> RS-232:

The pyrometer can communicate with PC using RS-485 or RS-232.
RS-232is used only for short distances.

RS-485 is well suited for long distance transmission. Standard on PC
isRS-232, so a converteris used which converts RS-485 to RS-232.

Converter RS-232 < RS-485
(Reference no: 9000-03)




6.2 Mechanical Accessories

6.2.1 Adjustable mounting support for sensor head

27

g

35

Adjustable mounting for sensor head
(Reference no: 8300-04)

6.2.2 Air purge unit for sensor head

for 3 mm internal
diameter hose

M20 x 1.0

230

0

28

Air purge unit for sensor head
(Reference no: 8300-03)
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Software Installation

The provided Tempsens software “InfraSoft” offers digital PCinterface RS-232 & RS-485. Using this software we
can set all the parameters like response time, analog scale, emissivity, clear time, communication mode. This
software provide all necessary information about pyrometer.

7.1 Installation

Install the pyrometer software using the installation guide file on CD ROM & restart your PC as per guidelines
provided for installation. After installation of the software; Double click the application. It will open the screen of
software.

File | Multi Drop | Help

Device v Temperature Internal Temp. Head Tem
pe I‘ \\ P P-
Com-Port COM1
BaudRate: 19200 v
1200
Parameters v
Peak Picker Settings A4
1000_ i | et
.
Device Info Y bl
v
-
2
© &00
L1
-8
S
=
600
T e S e e
10:33:20 10:33:30 10:33:40 10:33:50 10:34:00 10:34:10
Time
[ e T R i sop. <[

7.2 Parametersin mainscreen

7.2.1 Communication File | Multi Drop | Help

Communication between the Tempsens pyrometer
and the software is implemented via a cable connected _
between the pyrometer and the PCserial port. This enables Com-Port: COM1 v
the acquisition and recording of data, as well as the transfer
of commands from the software application to the EaidRate: 1920 g
Tempsens pyrometer. Communication can be done by
selecting correct COM Port & BaudRate Then click on
CONNECT Button.

Device i

‘11




For communication of multiple pyrometers, select different com port and address.

7.2.2 Temperature
It shows the temperature measured by the pyrometer

Temperature Internal Temp.  Head Temp.
@\
37°C 26.5°C

7.2.3 Parameter Setting
Alluser selectable device parameters can be set by using the software in the Panel "Parameter”.
Note : Hit ‘Enter’ Button on any transferrable value.

(A)Emissivity settings The emissivity can be set

by clicking on "Parameters” and select or type in

Parameters ¥ the desired emissivity directly in the description

Subrange Begin 250 field. The emissivity value will be transferred to
pyrometer by hitting the "Enter " button.

Subrange End 1800

Emissivity 1.00 E (B)Response time The desired response time can

Response Time . 100 mSec + | bechosen in the panel Parameter by clicking the

appropriate list box (as per the values available in

Comm. Mode | RS 485 : the drop box of response time). This parameter is
Sensor type Single Color « | usetosettheanalogresponsetime of pyrometer.
Unit °C v
(C)Sub Range User can change the sub range of
Analog Output & 20 mh ) pyrometer in the panel Parameter. Sub range
Device Name -=--NA---- must be within the basic range of pyrometer, the
1 minimum span between higher & lower range is
Address

51. Analog output will be automatically set

button.

(D)Sensor Type It shows pyrometer sensor type. User can change sensor type from two color to single color and vice

versa (only applicable with two color pyrometer).

(E)Switch off level% ( for two color pyrometer) The switch of level is the function that is used to avoid measurement
errors caused by signals, which are too low. Although factory default is set to 15 %, the switch off limit can be
adjusted between 2 and 50%.

(F)Unit User can change the measuring unit of temperature from “Centigrade" to “Fahrenheit" and vice versa.




(G) Peak Picker Setting Three Pickers are available in Pickers setting menu

. . Peak Picker Setti v

(Auto, tCL, Smart) & user can switch on any as per requirement, one ata o e oengs

time Auto off N
tCL off v
Smart off N

(G1) Auto “Auto” mode is used for discontinuous measuring task, such as

object being transported on a conveyer belt in such a case the maximum
value for each object has to be indicated. when the object passes the

measuring beam of the pyrometer, the maximum value is stored until a new hot object appears in the measuring
beam. The temperature which has to be recognized as “hot” is defined by the low limit of the adjusted sub range.
The stored maximum value will be deleted when the temperature of the new hot object exceeds the low limit
“from” of the sub range by at least

1°C. If a lower limit is not entered, the maximum value storage will be deleted whenever the low level of the full
measuring has been exceeded.

(G2) Clear time (tCL) If the peak picker is switched on, the highest last temperature value will always be displayed
and stored. As such, it may be beneficial to periodically clear and reset the stored values in order to obtain new
temperature readings.

Example: If we set the tClas “6 sec” the highest last temperature value will be display for 6.0 secto 12 sec then it
capture next pick.

The following setting are possible :
OFF: At clear time “OFF” the maximum value storage is switched off and only momentary values are measured.

tCL (10msec...25sec) : Clear Time tCL can be set between 10msec and 25sec. When set, estimates the maximum
values and holds itin two buffer memory. After the entered time, the storage will be deleted.

Clear Time feature is particularly useful when object temperature is not uniform across its dimension or the
pyrometer is not constantly viewing an object to be measured. The peak picker works on two buffer memory to
find maximum value over a defined interval. With the first memory, the highest measured value is held and is
deleted alternately in the time interval set (clear time). The other memory retains the maximum value throughout
the next time interval. The disadvantages of fluctuations in the display with the clock frequency are thereby
eliminated.

Clear time = 1.0 sec

Response
time = 0.1 sec ‘ ‘ ‘ ‘
.
oo o .
. .
o e . . Current measured value
oo . > . ° o oo o
LR X J L 2 ® L 2
. .
Temp.°C g4 eeo 000 0000000000000 00
_l_l I Display Temp. value with
I | Peak Picker (Clear Time)
Qut of > 1 Time (sec)
fange | | | | | |
0.0 1.0 2.0 3.0 4.0 5.0

Note:

The maximum value storage coincides with adjustments made to response time. Therefore:
(1) Clear time<=the adjusted response time is useless

(ii) Clear times must be at least 5 times longer than the response time.

(iii) Only maxima with full maximum value can be recorded, which appear at least 5 times longer than response
time.

13




(G3) Smart If the smart picker is switched on, the highest last temperature value will always be displayed and
stored. This feature is particularly useful when object temperature is not uniform across its dimension or the

pyrometer is not constantly viewing an object to be measured.

Smart Picker Functions

Smart picker can beturn ON & OFF by using the software. When Peak pickeris ON, the peak picker menu is enabled
for setting of the parameters like decay rate function, reset below temperature and peak picker delay.

(I)Decay rate The Decay rate range is 0.00 to 166.66°C/sec. or 0.00

File | Multi Drop | Help

Device
Com-Port: CcomMm1 v
BaudRate: 19200 v
Parameters v

Peak Picker Settings v
Picker Type Smart "
Decay Rate (Temp./Sec.) 0
Delay Time (Sec.) 0
-273

Reset Below Temp.

| e

to 300°F/sec. depending upon °F/°C unit’s selection. The slowest
Decay rate is O degrees per sec. This feature helps to eliminate
erratic measurements and allows the peaked value to decay down
to lower process temperature values as they occur. Decay rate is set

toretain peak measured temperature value and ignore momentary

decreasesin measured temperature.

with Peak Picker

Temp

RBT
“. Current Measuring

....................... Value

Outer

Time

Time

RBT with Decay Rate

Without RBT
(Il)Delay Time This function set the delay time in sec. before peak

picker function starts. The delay time is selectable in the range 0.02
to 10.00 sec. Zero (0) turns delay time OFF. This function is used to

delay the start of peaking action for upto 10 sec. following the

detection of leading edge of a new target.

-

Temp

1
1
i
1
1
1
1
1
1
1
1
[}

!
/
/

>

Delay Time (sec.)

Time

(1) Reset Below Temperature(RBT) The user can set RBT within the limit of pyrometer sub range. This function sets
the temperature above which peak picker action starts. When the target temperature matches or is below the

selected value, the sensor indicates temperature without picking action.

Temp

Temp

RBT

Outer

Without RBT

Time

with Peak Picker

*._ Current Measuring
. Value

me

. Ti
RBT with Decay Rate



(H)Relative energy(for two color pyrometer) The relative energy shows a signal weakening which can be caused by
contaminations of the optics or a viewing window or by dust in the field of view or a too small measuring object.
Relative energy shows the measured intensity compared to the intensity, a black body radiation source would have
atadetermined ratio temperature of the pyrometer.

(I)Analog Range User can select the analog range from the option 4-20mA, 0-20 mA & 0-10V.
(J)Comm. Mode User can select the communication mode as per requirement [RS-232 / RS-485].
Note: For connection diagram from RS-232 to RS-485 & RS-485 to RS-232 Refer Page No:-9

To view parameters of multiple devices select the pyrometer name from the drop down list that appears at the top of
the screen.

7.2.4 Deviceinformation

Device Info v
Pyrometer specificinformation will be displayed in the Info Panel Model ASRALSD h
' _ _ _ Basic range 250°C...1800°C
This screen shows the Model, basic range, serial number, version, i
serial number 363
working distance, spot size-apperture. FW netiion: 139
Working Dist(mm) 500

Spot Size-Aprt(mm) 5-1

7.2.5 Record

Record is for continuous data logging. It
records the measured temperature, emissivity
with current date & time.To start data logging
click on start button. After Clicking Start button
window appears where user can specify the file

name & location.

Record will be saved as .csv format and the

name of file will be user define.

Record Set Time For Recording Data(Sec.) m

If user wants to openthefile they openitinfile menu by file name and location.

File || Multi Drop | Help

Open
Advance Parameter
Exit




File will be stored in.csvformat.

Home

I';(":”‘ Calibri 1 KA S==® FwaepT General . Lil"] [ = ;L‘; ;;"?‘ '_'—| EAUMSum Tow ,O
By Copy = -~ Fill = o
Fast= *Fm‘:’:n S B T U-~ s A E== EE EMegediCenter - Tl -85 0 | 80 Ft:rr:ii:lnr:.;l_ FcI:;it_as ﬁ;;:l_ Ins_erl Dd_ste Forr'naa & Close~ :{r‘:}a :‘,:de_gﬂf
Chipboard fu Fort B Allgnment T Kumber . Styles Cels Editing -~
29 - i =
A | B o | D | E F | & |H [ L M - L 7 N o B a R s Fila
1 |No. of Devices 1 Devices Name —-NA-—-  Model No A250 PL Serisl No 362 | |
2 |Date Time Temperature  Internal Temp  Emissivity
3 7/8/2005 2:56:48 PM 249°C a1°c 1
4 7/28/2035 2:56:45 M 249°C 405 1
5 7/28/2025 2:56:50 PM 243°C a0°c 1
6 7/28/2025 2:56:51 BM 249°C 40°c 1
T /842025 2:56:52 PM 249°C 41°C 1
8 7/28/2025 2:56:53 PM 249°C a1°c 1
9 7/28/2025 2:56:54 PM 249°C a1°c 1
10 7/28/2025 2:56:55 PM 249°C 41°C 1
11 7/28/2025 2:56:56 PM 249°C a1°c 1
12 7/28/2025 2:56:57 PM 249°C AlC 1
13 7/28/2025 2:56:58 PM 249°C 40°C 1
14 7/28/2025 2:56:59 BW 249°C 41°c 1
15 7/28/2025 2:57:00 PM 249°C a0°c 1
16 7/28/2025 2:57:01 PM 249°C 40°c 1
17 i/2sf202s 25702 BV 249°C 4a1°c 1
18 7/28/2025 2:57:03 PM 249°C 41°C 1
19 7/28/2025 2:57:04 BN 249°C a1°c 1
20 7/28/2025 2:57:05 PM 249°C a1°C 1
21 7/18/2025 2:57:06 PM 249°C a1°c 1
22 7{28/2035 2:57:07 PM 249°C 41°¢C 1
23 |7/28/2025 2:57:08 PM 249°C 40°C 1 oo

| 383280720050 [ @ < | O

Feady

2 Type here to search

To see previous record open the file by clicking on menu File——— open.
Screen containing historical trend & historical data will appear.

Historical Data Historical Trend X Close Record View

I I
I g%

Time: 15:21:06
Temperature: 616 °C

600

o
¢ 500 —f
=
s
[a¥]
o
£
<
400 T———— -1 L

15:21:00 15:21:30 15:22:00

Time




Temperature graph of connected pyrometeris displayed on right side of the screen. This shows the measured
temperature corresponding to the time.

» - jul P
File | Multi Drop | Help
Device o3 Temperature I’ \\ Internal Temp. Head Temp.
Com-Port: %COM1 o
BauclRate: 19200 e
1200
Parameters v
Peak Picker Settings v
1000
A O
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7.2.6 User Manual
Help

If User wants to open the Product Manual then select help Menu

Spot Size Calculation
and Open it, provided that PCshould be online Mod. |

User Manual

Select Language

7.2.7 SoftwareLanguage

Help

If User wants to Change Software Language, they open it in help Spot Size Calculation

menuand change it. User Manual

| Select Language

7.2.8 Match Temperature feature allows users to align the

measured temperature with a master temperature by adjusting the

emissivity accordingly. ‘

How It Works:

® When matchingthetemperature, the Emissivity Type must be set to Software.
® Enterthe Master Temperature (the reference temperature measured by another device) in the input box.
® Pressthe"ENTER" key to submitand apply the setting

® Thepyrometer willthen startreading the temperature the same as the master temperature.

Note:

If the Master Temperature exceeds the allowed limit (i.e., the calculated emissivity falls out of range), an alert
message will be displayed: “Emissivity cannot be less than or greater than the allowed limit."
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Calculate Spot Size

To calculate Spot Size click on Help Menu . Calculate Spot Size
This option is used to calculate the spot size at installed working distance of the Pyrometer. When you click on

calculate spot size the new window will open.

Working Distance(mm) WD  Aperture (mm) A Spot Size (mm) S Installed working distance (mm) “

500 11 5 Calculate

Parameter Defocused Spot @ (S)
Objective lens

N —
—

Focused Spot @(S)

(Case I)*

(Case ll)*

*Installed Working Distance

wD Manufactured working distance in (mm).

>
n

It shows the value of lens opening (Aperture in mm)

Manufactured spot size of the pyrometer (mm)

User hasto enterthe value of WD, A, S, of the installed pyrometer (These values are givenin section—2.3). Now,
putting the value of “Installed working distance” it will show the value of “Installed spot size”.
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Ordering Information

Sensor Configuration : EL50(HT/LT)(02/15)(STD/STDTC)(C3/C5/C7.5/C10/C15)
(The data in bracket needs to be selected by user while ordering)

1. HT/LT

® HT - High ambient temperature up to 180°C for sensor head
® LT - High ambient temperature up to 120°C for sensor head

2. 02/15 : Distance to spot size ratio

e 02-21
e 15-15:1

3. STD/STDTC

® STD :- Analog output : 4 to 20mA, 0 to 20mA, 0 to 10V (user selectable)

Digital output : USB2.0
Relay output
LCD display and keypad

® STDTC :- Analog output : 4 to 20mA, 0 to 20mA, 0 to 10V, Thermocouple Type J & K (user
selectable)
Digital output : USB2.0
Relay output
LCD display and keypad

C3/C5/C7.5/C10/C15 - Different Cable Lengths for sensor Head

® 3mtr
® 5mtr
® 7.5mtr
® 10mtr
® 15mtr

If user needs digital outputs RS232 / RS485 (User Selectable), he needs to purchase part no. 9000-
05 (RS-485/RS-232 output with PC Software) which is present in our price list.
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Serial communication protocol-MT500

This protocol is developed to use in the half duplex addressable communication mode. Master device should periodically issue
requests to each Slave device. The request contains an address of polling “Slave” device. Slave device reply only on the requests
issued by Master. Each Slave has its own address to recognize the issued request. Tempsens sensors always operate as Slave devices.
Using RS485 serial communication option allows connecting more than one sensor to Master device. Tempsens sensors always
perform delay of 5 ms before sending an answer on Master request to meet RS485 hardware requirement.

MT500_Tempsens protocol uses only RD (Batch Read) and WD (Batch Write) commands. Sending other MT500 protocol commands
causes sensor to consider it as error condition and answer with unknown command reply. Symbols enclosed within apostrophes
(‘symbol’) means ASClI representation of the symbols. String enclosed with quotation mark (“string”) means ASCIl representation of
the string (ended by ‘\0’). Data format is: 8 data bit, 1 stop bit, No parity, baud-rate 19200.

Description Address Items Parameters
Emissivity '0400' ‘01 Object emissivity multiplied by 1000.
Refer user manual for adjustable range.
Emissivity slope ‘0401" ‘o1’ Emissivity slope parameter multiplied by 1000.
Refer user manual for adjustable range.
Response time (t) '0105' ‘o1’ Parameter specifies analog and serial output response time.
See Table 1.
Upper basic range '0100' ‘01’ Upper measurement range limit in °K (read only)
Lower basic range '0101' '01' Lower measurement range limit in °K (read only)
Analog output type '0F01' '01' '0000'": 4 to 20 mA (Default); '0001": 0 to 20 mA,
'0002'": 0 to 10 Volt; '0003'": K type TC; '0004": J type TC
Upper sub range '0102' '01' Upper analog scale value in °K
Lower sub range '0103' '01' Lower analog scale value in °K
Station number '0200' '01' Adjustable between '0001' to '0255'
Temperature unit '0201" '01' Flag is used to instruct PC SW to show temperature
'0000'": Centigrade (Default); '0001": Fahrenheit
Switch off level '0107' '01' Parameter multiplied by 10.
Adjusted between 0 and 100%, Default set to 15%.
Sensor mode '0204' '01' '0000' = Single color; '0001' = Two color
This parameter is useless for single color sensors.
Internal temperature '0006' '01' Temperature inside device case in °C (read only)
Head temperature '0007' '01' Temperature inside optical head m°C(only for E —series pyrometers)
(read only)
Clear time(tCL) '0303" 01" Adjustable between 0 to 12, Default 0, 0=0FF, 1=Auto. 2-12 = 10msec
to 25sec [refer to page-13(clear time)]
Laser control '0F00" ‘01’ '0000': LASER OFF; '0001': LASER ON (Default)
Communication type selection| '0F03' ‘01 '0000':RS-485;, '0001": RS-232 (Default)
Set point '1700' '01' Set point for relay actuation (only for E —series pyrometers)
Hysteresis '1800' '01' Hysteresis value relay actuation
LCD back light control '1801' ‘01" '0000'": BL OFF; '0001": BL ON(Default) (Only for E-series pyrometers)
Device name ‘1D00 ‘01' 10 Bytes “Hot end  “ if less then 10 bytes pad with space at end.
Working distance (mm) ‘D01 ‘01' 10 Bytes “1000  “ if less then 10 bytes pad with space at end.
Spot size-apperture (mm) 1D02" 01 10 Bytes “1000-6000” if less then 10 bytes pad with space at end.

‘" sign between spot size and apperture is compulsory

Relative energy (read only) ‘0002 ‘01' Relative energy multiply by 1000 for 2 color pyrometers only




Device model number (read | '0E0Q' '01'
only) 10 bytes “EL50H", if less than 10 byte pad with space at end
Firmware version '1300' ‘01 Firmware version number of device (read only)
Sensor serial number (read '1400' '01' 6 bytes in hex, if less than 6 bytes pad with '0' at start. Only numbers
only) allowed.
Device type (read only) '1301' '01' '0001": Single color; '0002' : Two color
'0003': Thermopile; '0004' : Reserved
Real temperature and status | '0000' '02' Calculated object temperature in °K and status of sensor (As shown in
code (read only) Appendix A).
First process status code then real temperature.
Batch Read (RD)command:
Byte 1 Bytes 2,3 Bytes 4, 5 Bytes 6-9 Bytes 10, 11 Byte 12 Bytes 13, 14
1 Byte 2 Bytes 2 Bytes 4 Bytes 2 Bytes 1 Byte 2 Bytes
STX Station ID RD Address Items ETX Checksum

Byte 1: Always STX (0x02)

Bytes 2, 3: The Station Number of the device to read from (2 Hex digits)
Bytes4,5: The command to execute (RD)

Bytes 6-9: Thisis the starting address to read from. Must be 4 bytes long

Bytes 10, 11: Thisis the number of addresses toread. Must be 2 byteslong
Byte 12: Always ETX (0x03)

Bytes 13, 14: The checksum is the lowest 8 bits of the sum of bytes 2 through 12

Example : Read two parameters starting from address 0000, from the station number 10 (OAH). This will read addresses 0000
and 0001.

Byte 1 Bytes 2, 3 Bytes 4, 5 Bytes 6-9 Bytes 10, 11 Byte 12 Byte 13, 14
STX 0A RD 0000 02 ETX 2E
0x02 0x30, 0x41 0x52, Ox44 0x30,0x30,0x30,0x30 0x30, 0x32 0x03 0x32, 0x43,

Checksumiis calculated as the lowest 8 bits of the sum of the Hex codes for bytes 2 to 12.

Reply:

ThereplylengthisL=(N *4)+8, Where N =the number of requested Items.

If the command is successful, the reply length will be at least 12 bytes. It consists of the STX, followed by four bytes for each
requested item, thenthe ETX and Checksum.

Byte Bytes Bytes Bytes Bytes Byte Byte
1 2,3 4,5 6-9 10-13 L-2 L-1, L

STX Station RD Data 1 Data N ETX Checksum




Reply to above command if address '0000' contains value 1497 and address '0001' contains value 0000.

Byte 1 Bytes 2, 3 Bytes 4, 5 Bytes 6-9 Bytes 10-13 Byte 14-15
STX 0A RD 059D 0000 9C
0x02 0x30, 0x41 0x52, 0x44 0x30,0x35,0x39,0x44 0x30, 0x30, 0x30, 0x30 0x39, 0x43
inthe event of an error, the replyis
Byte 1 Byte 2, 3 Byte 4,5 Byte 6
NAK 0A ‘R','D' 01
0x15 0x30, 0x41 0x52, 0x44 0x30, 0x31
Batch Write (WD) command
Byte Bytes Bytes Bytes Bytes Bytes Bytes Byte Byte
1 2,3 4,5 6-9 10, 11 12-15 (L-6) - (L-3) L-2 L-1, L
STX Station ID WD Address No. of Items Data 1 Data N ETX Checksum
Byte 1 Bytes 2,3 | Bytes4,5 Bytes 6-9 Bytes 10, 11 Bytes 12-15 Byte 16 | Byte 17,18
STX 0A WD 0400 01 03E8 ETX 74
0x02 0x30, Ox41 | 0x57, 0x44 | 0x30, 0x34, 0x30, 0x30 | 0x30, 0x31, 0x30, 0x30 0x30, 0x33, 0x45, 0x38 0x03 0x37, 0x34
Reply:
Ifthe command is successful, the reply s
Byte 1 Byte 2, 3 Byte 4,5
ACK 0A ‘W', 'D'
0x06 0x30, 0x41 0x57, 0x44
Inthe event of an error, the replyis
Byte 1 Byte 2, 3 Byte 4,5 Byte 6
NAK 0A ‘W', 'D' 01
0x15 0x30, 0x41 0x57, 0x44 0x30, 0x31




Error Codes:

Error Code Description Comments
1' Invalid check sum See how to calculate a check sum
2' Unknown command Protocol uses only RD (Batch Read) and WD (Batch
Write) commands
'3 Data length error Number of items in WD (Batch Write) command doesn't match
number of data bytes
'4' ETX not found ETX (0x03) not present in command
'5' lllegal Address number of items in a request is set to 0;
memory segment number in a request is out of 0-25;
Wrong command value, No data at requested address;
'6' More than 99 items were requested in command
More items requested
'7' Unsuccessful write It informs Master that it should repeat WD command
Table1:
Tau (1) Analog Response Time, ms Serial Response Time, ms
1 2 20
3 6 50
5 10 100
10 20 200
30 60 300
50 100 500
100 200 1000
300 600 2000
500 1000 3000
1000 2000 4000
3000 6000 5000
5000 10000 10000




AppendixA:

DATA Comments

Status code '0000"' :No error

'0001' :Signal is lower than sensor sensitivity
'0002" :Out of range due to T brightness minimum
'0003' :Too low energy

'0004' :Signal is higher than sensor sensitivity
'0006' :Sharp brightness jump

'0007' : Non stable object measurement

'0011' :Internal temperature warning

'0013" : Thermopile ambient temperature too low
'0014' :Thermopile ambient temperature too high
'0015' : Pyrometer in testing mode

'0016' : Pilot light ON

'0017' : Measurement below lower basic range
'0018' : Measurement exceeds upper basic range

'0019' : Pyrometer in warm up period

Broadcast Message:

WD (Batch Write) command with Station ID of O is considered as broadcast message. Sensors process this command
regardless of their Station Numberand do notissue replies.

Itis useful when masterissues a request to change the same parameters of more than one Slave devices.

For more information write us at, info@tempsens.com




Information

Maintenance

The pyrometer has no internal parts, which have to be cleaned. The lens can be cleaned with compressed air,
which is dry and free of oil. If the protection glass requires more thorough cleaning, use a soft, dry cloth such as that
usedtoclean cameralenses.

Packinginstructions

To transport or store the instrument, please use the original box or a box padded with sufficient shock absorbing
material. For storage in humid areas or shipment overseas, the device should be placed in welded foil (ideally along
with silicone gel) to protect it from humidity.

Warranty

EL50-H instruments have a warranty of two years from the invoice date. This warranty covers manufacturing
defects. User-induced faults are not covered under this warranty.

Software warranty

The windows compatible software was thoroughly tested on a wide range of windows operating systems.
Nevertheless, there is always a possibility that windows or PC configuration or some other unforeseen condition
exists that would cause the software not to run smoothly. The manufacturer assumes no responsibility or liability
and will not guarantee the performance of the software. Liability regarding any direct or indirect damage caused by
this software is excluded.

Limit of liability

Tempsens not liable for any damages that arise from the use of any examples or processes mentioned in this
manual.

Specifications are subject to change without notice

Copyright: © 2009, Tempsens. Allrights reserved.

This document may contain proprietary information and shall be respected as a proprietary document
to Tempsens with permission for review and usage given only to the rightful owner of the equipment with which
thisdocument is associated.

Tempsens reserves the right to make changes, without further notice, to any products herein toimprove
reliability, function, or design. Tempsens does not assume any liability arising out of the application or use of any
product described herein, neither does it convey any license under its patent rights nor the rights of others.

Copyright: © 2009




ABOUT US

Tempsens Instruments (India) Limited

Tempsens Instruments (India) Limited is a part of Pyrotech Group which was established by four technocrats in 1976 at
Udaipur, with their first product as Thermocouples and RTDs. Today ‘Tempsens’ is one of the largest manufacturers of
Temperature Sensorsin India.

Tempsens Instruments (India) Limited U #ll was started in 2009 to produce cables with high standard of manufacturing
process conforming to national & international specifications. We manufacturer wide range of cables for Temperature
sensors and Instrumentation in various insulations as PTFE, FEP/PFA, Kapton, Silicon, Fiber Glass, Ceramic Fiber,
Refrasil/Nextel, PVC etc. in variety of configurations. These cables are available in temperature range -60°Cto 1200°C.

All our products are manufactured under strict ISO-9001 quality management system. We also provide Calibration
Certificates with all cables. We stock most types of cables which enable us for fast delivery of goods. Our engineering staff
are capable to custom design solutions for all applications for customers.

We are dedicated to provide the highest quality products that meet our customer's specifications for various
applications.

We continuously focus onimproving our manufacturing processes and competitivenessin the industry

www.tempsens.com

TEMPSENS INSTRUMENTS (INDIA) LIMITED

B-188, B-189, B-169 (Part), B-188A & F-188(E),
Road No 5, Mewar Industrial Area, Madri,
Udaipur, Rajasthan, India, PIN — 313003
Ph.:+91-9116554600, Email: info@tempsens.com



